
Zojirushi Rice Cooker NP-HMH10 Internal
Battery Replacement

How to replace the internal battery of a Zojirushi Rice Cooker (model NP-HMH10).

Written By: Sirui Wu
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INTRODUCTION

This guide walks through the disassembling of a Zojirushi Rice Cooker NP-HMH10 and replacing the
internal battery.

If the front panel screen of a Zojirushi Rice Cooker does not show information, most likely the
internal battery of the rice cooker is dead (except damage caused by human factors).

In this guide, the soldering iron is necessary, and be sure you have a basic knowledge of soldering
or use the tool under the supervision of a person who has experience.

For safety reasons, unplug the device before you begin.

TOOLS:
Phillips #0 Screwdriver (1)
TR9 Torx Security Screwdriver (1)
Tweezers (1)
Soldering Iron (1)
Flathead Screwdriver (1)

PARTS:
CR2450 (1)
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https://www.ifixit.com/Guide/How+To+Solder+and+Desolder+Connections/750
file:///Store/Tools/Phillips-0-Screwdriver/IF145-005
file:///Store/Tools/Mako-Driver-Kit--64-Precision-Bits/IF145-299
file:///Store/Tools/Tweezers/IF145-020
file:///Store/Tools/Soldering-Iron-60w-Hakko-503F/IF317-092
file:///Item/Flathead_Screwdriver
http://www.mouser.com/ProductDetail/Panasonic-Battery/CR-2450-H1AN/?qs=sGAEpiMZZMtEV04R3uo8FvFVNd53RnxRTXQvmhZHcE4%253d


Step 1 — Internal Battery

  

Flip the device over and remove the four screws on the base using the Phillips #0 screwdriver.

Step 2

 

Be aware, one of the four screws is a security Torx screw.

Using a Torx T9 screwdriver remove one screw from the bottom of the rice cooker.
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Step 3

 

Gently lift the base from the device.

Be aware, DO NOT damage the cables that connect the base part and device.

Step 4

  

Remove the five screws connecting the heatsink to the device.
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Step 5

 

Remove the screws that connect the thick black and orange cables to the heat sink.

Step 6

 

Gently unplug the white-head pins with red and white cables on the other side.
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Step 7

 

Now switch to the fan of the heatsink. Using a tweezer carefully lift the four clips around the fan.

Pull out the fan.

Step 8

 

After removing the fan now you can take out the whole heatsink and access the below part.

Be careful about the cables that are still connected to the heatsink.
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Step 9

  

Above the PCB (Printed Circuit Board) is an isolated-plate. Take it away and unscrew the PCB
below it.



Now you can have the access to the battery.

Step 10

  

Turn the PCB to the other side. Find the soldering point of the battery as in the picture.
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Step 11

 

Desolder the two tabs then unplug the old battery.

Step 12

  

Take out the new battery. Install it onto the PCB and solder it.

When you install the battery, be sure to put the positive and negative tabs into the right hole.
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To reassemble your device, follow these instructions in reverse order.

Step 13

After soldering, you can check your
result by making sure the front
screen is displayed properly.



Step 14

To reassemble your device, follow
these instructions in reverse order.



Set the device to the correct time
and save the setting. If the time is
displayed properly, then congrats,
you have successfully completed the
replacement of the rice cookers
battery! Go to make a delicious rice
bowl to reward yourself.



Zojirushi Rice Cooker NP-HMH10 Interna… Draft: 2021-05-25Guide ID: 140146 -

This document was generated on 2021-06-26 01:36:35 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 9 of 9


	Zojirushi Rice Cooker NP-HMH10 Internal Battery Replacement
	Written By: Sirui Wu
	INTRODUCTION

	TOOLS:
	PARTS:
	Step 1 — Internal Battery
	Step 2
	Step 3
	Step 4
	Step 5
	Step 6
	Step 7
	Step 8
	Step 9
	Step 10
	Step 11
	Step 12
	Step 13
	Step 14


