
1995-1998 Honda Odyssey Upper Control Arm
and Ball Joint Replacement

A video tutorial on how to change the upper control arm and or ball joint on a 1995-1998 Honda
Odyssey.
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INTRODUCTION

If you are experiencing front vibration, a wandering steering wheel or hearing a front clunking sound
then it may be time to replace the front upper ball joints.

Follow this video guide from YouTuber Oscar R. to do the replacement yourself.

TOOLS:
Hydraulic Floor Jack (1)
Jack Stand (1)
Wheel Chocks (1)
3/8" Drive Ratchet (1)
10" Ratchet Extension (1)
14mm Wrench (1)
17 mm Box End Wrench (1)
Hammer (1)
Torque Wrench (1)
Socket 17mm (1)
14mm socket (1)

PARTS:
Upper Ball Joint (1)
Upper Control Arm (1)
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https://www.youtube.com/channel/UCSo5qdNcJ4Or7EoYDNn8SAA
https://www.amazon.com/Blackhawk-B6350-Black-Fast-Service/dp/B0054WGRBA/ref=cm_cr_arp_d_product_top?ie=UTF8
file:///Item/Jack_Stand
https://www.homedepot.com/p/Vestil-Mini-Rubber-Wheel-Chock-RWC-3/303111697
https://www.homedepot.com/p/Husky-3-8-in-Drive-Round-Head-Ratchet-H38RHRAT/202923414
http://www.amazon.com/TEKTON-14267-2-Inch-10-Inch-Extension/dp/B000NPZ5TI/ref=sr_1_1?ie=UTF8&qid=1407776986&sr=8-1&keywords=10%2522+Ratchet+Extension
https://www.amazon.com/TEKTON-WRN53114-Ratcheting-Combination-Wrench/dp/B01F511MHI/ref=sr_1_4?ie=UTF8&qid=1487884372&sr=8-4&keywords=14mm+wrench
https://www.amazon.com/Craftsman-17mm-Combination-Wrench-9-42874/dp/B010BVQRIQ
http://www.amazon.com/dp/B0000224VG/
https://www.amazon.com/TEKTON-24335-2-Inch-ft-lb-13-6-203-5/dp/B00C5ZL0RU/ref=sr_1_4?s=power-hand-tools&ie=UTF8&qid=1487800135&sr=1-4&keywords=torque+wrench
http://www.amazon.com/TEKTON-14149-8-Inch-Shallow-6-Point/dp/B000NPULCE/ref=sr_1_1?ie=UTF8&qid=1431011350&sr=8-1&keywords=17+mm+socket
http://www.amazon.com/TEKTON-14146-8-Inch-Shallow-6-Point/dp/B000NY8PVO/ref=sr_1_1?ie=UTF8&qid=1431011314&sr=8-1&keywords=14+mm+socket
http://www.oscaroparts.com/search/go?lbc=oscaro&method=and&original_keyword=upper%20ball%20joint&p=Q&ts=custom&uid=886967922&view=list&w=upper%20ball%20joint&af=cat2%253asteeringsuspension_springsstabilizerbarssuspensioncomponents%20cat1%253asteeringsuspension
http://www.oscaroparts.com/search/go?lbc=oscaro&method=and&original_keyword=upper%20control%20arm&p=Q&ts=custom&uid=886967922&view=list&w=upper%20control%20arm&af=cat3%253asteeringsuspension_springsstabilizerbarssuspensioncomponents_suspensioncontrolarm%20cat2%253asteeringsuspension_springsstabilizerbarssuspensioncomponents%20cat1%253asteeringsuspension


To reassemble your device, follow these instructions in reverse order.
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